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Temperature range -25 °C up to +80 °C

Power consumption pump motor 12 Vdc  
(nominal at 20 °C and 15W40 oil)

4 A

Power consumption pump motor 24 Vdc  
(nominal at 20 °C and 15W40 oil)

2 A

Type approval in accordance with the following directives ECE-R10 (Rev.4), EN 50498 (2010)

Protection class  IP67 (for pump unit)

Basic information

Versions

Dimensions

B
A

  

C

D

Type A
[mm]

B
[mm]

C
[mm]

D
[mm]

4 litre - 340 160 253

6 litre 345 390 193 286

12 litre 445 500 187.5 475

Article code Capacity reservoir  Supply voltage Setting (adjustable)

F173407  4 litre 12 Vdc 3 hour

F173461  4 litre 24 Vdc 3 hour

F125858  6 litre 12 Vdc 1 hour

F118030  6 litre 24 Vdc 1 hour

F114695  6 litre 12 Vdc 3 hour

F113655  6 litre 24 Vdc 3 hour

F173081 12 litre 24 Vdc 1 hour

F116771 12 litre 12 Vdc 3 hour

F117258 12 litre 24 Vdc 3 hour
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Operating temperature range -25 ˚C up to +80 ˚C

Power consumption pump motor 12 Vdc  
(nominal at 20 °C and 15W40 oil)

4 A

Power consumption pump motor 24 Vdc  
(nominal at 20 °C and 15W40 oil)

2 A

Functions control lamp Low oil level and fault report

Self-test Default

Weight 16 kg

Basic information

Versions

Dimensions

    

B

A

C

D

E

Type A
[mm]

B
[mm]

C
[mm]

D
[mm]

E
[mm]

Oilmaster HD 15 litre 357 155 202 456 206

Article code Capacity reservoir  Supply voltage Setting (adjustable)

F131881 15 litre 12 Vdc 1 hour

F131877 15 litre 24 Vdc 1 hour

F131879 15 litre 12 Vdc 3 hour

F131880 15 litre 24 Vdc 3 hour
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